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Design for the Best

PLASTIC TUBES

50 X 126mm Dry Offset and Silk Screen Print Layout

4 I
CUSTOMER SPECIFICATIONS
AND RESPONSIBILITY:
Varnish free area from open end: mm
Print free area from open end: mm
Placement of text from open end: mm
o 4

GENERAL GUIDELINES FOR ARTWORK PREPARATIONS

line width 0.1 mm).

8. Minimum negative text size 7-8pt (or, small letters like “e, a, 0” = 1.2 mm high
and line width 0.2 mm).

9. Please make texts with spot colors @ 100%.

1. Please supply all graphics in lllustrator CC. Open texts can be edited

2. Please supply a PDF file in addition. and look like this on the screen.

3. Images should be linked in the artwork (not embedded), Outlined texts can not be edited
and submitted as separate hi-res files. and look like this on the screen.

4. All texts should be outlined.

5. Graduated elements should not go below 5-6%.

6. Please avoid gradient fades outwards. o oRUm e o

7. Minimum positive text size 6pt (or, small letters like “e, a, 0" =1 mm high and Bpt minimum
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A = 7x3mm standard eye mark, 2mm from open end.
B = No print area. 10mm standard (2mm minimum) from open end.
C = Varnish - standard 7mm (2mm minimum) from open end. Decoration Area

D = 58mm - recommended width for convenient reading.

E = 1mm bleed for circumferential print. Overlap seam app. 1.5-2mm.

F =4mm no print area on the cap side.

G = Text Limitation = 2mm from each side, 4mm from cap side.
Text Recommendation = 13mm from open end.

H = Height of tube.

----- 1 G = Text Limitation/
Recommendation

(Red texts are our limitations. Customer’s limitations depend on their filling and sealing device. J

10. Positive line thickness = 0.15 mm.
11. Negatvie line width = 0.2 mm.

0.15 mm
0.2mm

12. Please adhere to unprinted areas in layout.
13. Please keep sealing area noise free.

if needed.

14. Please specify Pantone colors (try to stick to spot colors). We will recommend otherwise

16. Barcode should be black on white surface (sleeve or printed pad).

15. Minimum barcode size 80%, minimum bar length 10 mm - placed along the tube.

17. Please feel free to consult with us from the first stages of the project to avoid

problems later on.
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Lageen Tubes cannot be held responsible for
barcodes that do not conform to ISO/IEC15416
Standards.

For more information please contact Lageen
Tubes.

ISO/IEC 15416 STANDARDS

MAGNIFICATION: >80%
TRUNCATION: Min. 10mm
PLACEMENT: Along the tube.
CONTRAST: Black code on white pad.

CONFORMING BARCODE




